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SECTION 1
INTRODUCTION

. This Site Specific Implementation Plan (SSIP) for Site No. 95 (CERCLIS ID No.:
IND980500151) was prepared by Roy F. Weston, Inc. (Roy F. Weston, Inc. (WESTON@): -

to fulfill the requirements of the United States Environmental Protection Agency (U.S.
EPA) Region V Work Assignment No. 48-5JZZ. An initial Preliminary Assessment (PA)
for the site was performed by U.S. EPA on 27 August 1980 (Reference 1). A second
Preliminary Assessment was p_erformed by the Indiana State Board of Health, currently
known as the Indiana Déepartment of Environmental Mangement (IDEM), on 19 April 1984
{Reference 2). A Site Inspection (SI) was performed by Ecology and Environment, Inc.
(E&E) on 31 October 1984 (Reference 3). An off-site reconnaissance -inspection was
conducted by E&E on 12 June 1991 (Reference 4). On 23 February 1995, U.S. EPA
anthorized WESTON to conduct a site reconnaissance inspection and prepare the Site
Specific Implementation Plan (SSIP) for Site No. 95 (Reference 5). The site reconnaissance
inspection was conducted on 10 July 1995.

This draft SSIP includes the previous Preliminary Assessment (PA) report for the site
conducted by IDEM (Appendix A); photographs from the site reconnaissance inspection
(Appendix B); and the preliminary HRS score for the site (Appendix C).
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SECTION 2
SITE BACKGROUND

Site No. 95 is an open parcel of land located immediately west of Gary Municipal Airport.

The site is approximately 30 acres in size located on the southern end of a 126 acre plot, - '

and is surrounded by open land and commercial and industrial properties (Reference 2).
The site is bordered by Cline Avenue on the west, the EJ&E railroad tracks on the east, an
access road for the Indiana Tollway to the south, and open land to the north. A site
location map is provided as Figure 2-1. At the time of the SI conducted by E&E on 31
October 1984, the site included a debris pile in the northeast corner of the site, a ponded
area in the center of the site, and a concrete debris and rubble pile in the southern portion
of the site (Reference 3). A site features map, based on the WESTON reconnaissance
inspection, is provided in Figure 2-2.

2.1 SITE HISTORY

The site owner is Mr. Anthony Zaleski Jr. of Tony Zaleski and Associates Inc., of Highland,

Indiana. Prior owners of the site include Cities Service Company (CITGO) of Tulsa,

~ Oklahoma, and Lake Material Service (address unknown). Mr. Zaleski bought the original
* parcels of land containing the disposal area from Cities Service Company in 1974. In 1976, * '
" Mr. Zaleski bought two additional parcels located immediately north of the original parcels,

bringing his total ownership to 141 acres. The Indiana Tollway Authority later acquired
approxirﬁately 15 acres on the southern border of the site area as a right of way for an

access road to the Indiana Tollway. This brought Mr. Zaleski’s total ownership to 126 acres.

Cities Service Company allegedly used a tar pit and a caustic pit on site for waste disposal.
The contents of the caustic pit were allegedly removed from the site prior to 1974.
However, the contents of the tar pit (oily waste and sludge from petroleum refining tank
bottoms}) were mixed with soil and either deposited in piles or land-spread over a 7 acre

disposal area on the site. According to the Potential Hazardous Waste Site Identification

CHOT\PUBLIC\WO\ARCS\040\18303.52 21 4500-48-ALPT
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Form, the site was used to study the effectiveness of biodegradation as a means of managing

oily waste (Reference 4).

Durmg the site reconnaissance inspection by WESTON, Mr. Zaleski stated that upon his

. purchase of the site area in 1974, the site configuration consisted of stockpiles of 01Iy

waste /contaminated soil which had been placed around the perimeter of the disposal area,

forming a ponded area toward the center of the disposal area. In the late 1970’s and early
198(’s, Mr. Zaleski began to bulldoze these stockpiles, and to grade the entire disposal area.

According to Mr. Zaleski, the site was periodically landfarmed after grading of the disposal - -

area had been completed. Landfarming involved disking/aeration of the soil and seeding
on the disposal area surface. At the present time, the disposal area is evenly graded with the
exception of several piles of oily waste/contaminated soil located near the northern and
southern edges of the disposal area. Grass and scrub vegetation is present along the
perimeter of the disposal area. However, the vegetation thins out toward the center of the
disposal area, and is completely unvegetated in the center of the disposal area (Reference
5).

2.2 PRIOR INVESTIGATIONS

An mvestigat'ion' was conducted by A-1 Disposal Company (A-1) in June 1982 for the _Géry -

Municipél Airport Authority. The purpose of this investigation was to determine the extent

of contamination of the on-site disposal of oily waste and sludge. A-1 collected soil samples

from seven subsurface soil borings at the site (Reference 6). Chemical analyses of these soil

éamples indicated the presence of semivolatile organic compounds including

' methylnaphthalenes, phenanthrene, pyrene, and chrysene. In addition, low concentrations

(<0.2 mg/L} of inorganic compounds such as chromium, zin¢, lead, and cyanide were
detected in the subsurface soil samples (Reference 6). However, the location at which the

contamination was detected could not be determined from the available file information.
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On 31 October 1984, E&E conducted a site inspection and collected two on-site soil
samples. One sample (S1) was collected east of an area of standing water (ponded area)
on site, and the second sample (S2) was collected approximately 100 feet north of the site

access road (Referenf:e 3). According to the E&E SI report, soil sample S2 was intended

to be a potential background soil sample for the site (Reference 3). The key analytical -

findings of soil sampling are prcsented in Table 2-1.

2.3 SITE RECONNAISSANCE INSPECTION

On 10 July 1995, Messrs. Kevin Kumrow and Doug Ogilvie of WESTON conducted a
reconnaissance inspection of the site. WESTON interviewed Mr. Anthony Zaleski, the site
owner, prior to performing the site reconnaissance inspection. Mr. Zaleski did not
accompany WESTON during the site reconnaissance inspection.. During the site
reconnaissance, the approximate locations of waste disposal at the site, sample locations, and

the probable point of entry (PPE) for the surface water migration pathway were located.

At the time of the site reconnaissance inspection, several piles of oily sludge/contaminated

soils were present near the northern and southern portions of the disposal area. The

- perimeter of the disposal area was partially vegetated with prairie grasses and scrub trees.
The- central portion of the site was completely unvegetated. Scil in the disposal area was

discolored and was mixed with slag material in some areas. The following observations were

made during the reconnaissance inspection:

. The site is partially fenced, with no other security measures present at the
site. A fence exists along the southern border of the site which apparently
was erected by the Indiana Toll Authority in conjunction with an access road
to the Indiana Tollway. Gates are also in existence for the two vehicular
access points along the western border of the site.

. No workers are present at the site, with the exception of a landscaping firm
which occasionally deposits grass clippings on the site area.

. No residences are located on the site.

CHO\PUBLIC\WO\ARCS\040\18303.5-2 25 450048-ALFT

‘This document was prepared by Roy F. Weston, Inc., expressly for U.S. EPA. It shall not be released or disclosed in whole or in part
without the express, written permission of U.5. EPA. .

Page

10




REFERENCE 185
: Palle

11
Table 2-1 \.,
Key Analytical Findings of Soil Sampling
Site No. 95 \l
Gary, Indiana
Sample ' _ D'::ptla'T _ Sample Background
iD Sampling Location (ft) Unit Compound Concentration } Concentration' '
51 |East of ponded arca 0-2 | pg/ke |Fluoranthene 48,000 11,000 f
and north of concrete ]
rubble piles, from an pg/kg jBenzo(b)flnoranthene 71,000 19,600 J r'
area where shidges had pe/ke [Chrysene 200,000 48,000 .
been deposited.. ng/kg |2-Methylnaphthalene 67,000 <13300
pe/kg |Pyrene 160,000 44,000
ue/ke |Xylene 149 <6
pg/keg |Fluorene 25,000 J <13,300
ng/kg [Acenaphthene 23,000 3 <13,300
mg/kg [Arsenic 45" 14
mg/kg [Mercury 0.26 <02

I - Estimated value.

' Soil sample S2, which was collected north of the site across road during the SI.
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The Grand Calumet river is located approximately 1,500 feet south of the site.

An unnamed drainage ditch was observed along the western edge of the site.
This drainage ditch enters a culvert near the southern border of the site and
Is piped underground to the southwest under Cline Avenue as shown in

Figure 2-2. This pipe discharges into.an access structure located near the .

northwest corner of the Cline Avenue/Gary Avenue interchange. This
determination was made by looking at the angle of the storm sewer pipe in

the culvert at the ditch entrance and the angle of the storm sewer pipes inside -

the access structure near the northwest corner of the Cline Avenue overpass
at Gary Avenue. Based on the direction of the storm sewer pipes inside the
access structure, flow apparently runs south to an outfall on the Grand
Calumet River,

The unnamed ditch along the western edge of the site contained stagnant
water with an oil-like sheen on its surface near the entrance to the culvert.

The extreme southern portion of the sft_e was acquired by the Indiana Toll
authority, which constructed an Indiana Toll road entrance/exit ramp on the
property. No culverts were observed to pass underneath this access ramp.

The site is bordered to the east by railroad tracks of EJ&E Railroad. No
culverts were observed to pass underneath the EJ&E railroad along the
eastern portion of the site. :

Tracks from a recreational vehicle (Dirt bike or ATV} were observed on the
northern portion of the site.

Conservation Chemical Corporation, a current CERCLIS site, borders the site N
. to the northeast.

Vulcan Materials Company and Gary Land Development Corporation, both
current CERCLIS sites, are located due south of the site and south of the
Indiana Toll Authority’s access ramp. An outfall associated with Vulcan
Materials is located upstream of the PPE for Site No. 95.

A pedestrian bridge connects the site to a former Cities Service Company
refinery located on the west side of Cline Avenue.

Piles of soil mixed with oily waste were observed near the north and south
edges of the unvegetated area.

Piles of concrete demolition debris and occasional piles of tires are present
near the south and southeast portions of the disposal area.

27 4500-48-ALPT
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. Piles of general refuse including scrap iron, shihgles, and other rubbish were \i_ :
noted on the eastern portion of the site. .

o

. Three areas of standing water were noted on the disposal area to the
northeast, north and south portions of the disposal area.

. The disposal area did not have an engineered cover. No leachate collection
systems or runoff management systems were in evidence at the disposal area.

a» o

The photographs from the reconnaissance inspection are provided in Appendix B.

o
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SECTION 3
JUSTIFICATION FOR ADDITIONAL SAMPLING

In accordance with the approved work plan for Focused Site Inspection Prioritization '
. (FSIP), WESTON prepared a preliminary HRS score for the site. A preliminary HRS score

was developed using the PRESCORE software program (Version 3.0). This section outlines
the existing information concerning sources at the site and potential migration pathways and
presents the rationale for collecting additional samples. The data gaps are summarized in
Table 3-1. The source could not be characterized based on existing information due to an
insufficient number of waste characterization soil samples. Therefore, a potential HRS score
was developed utilizing the existing information, information collected during the site

reconnaissance inspection, and assumptions identified in Table 3-1.

3.1 SOURCE

The areal extent formerly used for land-spreading sludge and tank bottoms is approximately
seven acres. The source was classified as contaminated soil for HRS scoring purposes. The
preliminary HRS score assumed that contaminants found in one on-site soil sample collected

during the SI was present at similar concentrations throughout the disposal area.

3.2 MIGRATION PATHWAYS

3.2.1 Groundwater

No engineered systems for containment (e.g., liners, leachate coliection sysiems, or final
cover systems) have been installed at the site. In addition, the depth to groundwater given
from the soil borings performed by A-1 Disposal Corporation indicates that the water table
is very shallow in the disposal area, ranging from 2 to 6 feet. Based on this information, a

release of contaminants to groundwater on site is considered likely.

CHO1\PUBLIC\WOWARCS\40\18303.8-3 . 3-1 4500-48-ALPT
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Table 3-1

,ﬁ

Identification of Data Gaps
Site No. 95
Gary, Indiana

Pathways ) Data Gaps

Source The areal extent of the source can not be determined based on one soil sample
collected during the SI. Furthermore, the background soil sample coliected
during the SI by E&E is not a true background sample because of high levels
of PAHs in the sample. Therefore, further soil sampling is necessary to
determine area extent of 8oil contamination.

Groundwater Targets within a 4-mile radius of the site are limited to nine residences; due to
limited targets, no groundwater sampling is proposed.

e @y S» W &=

Surface water The primary pathway of concern is surface water, and this pathway was not
. evaluated during the SI. Therefore, sediment sampling is necessary in order to
determine if the Grand Calumet River has been impacted by site operations.

Soil exposure There is no resident population on the site. However, the soil sampling for
source will characterize this pathway.

Air There are no records of air contamination, therefore no air samples will be
collected during this investigation.

o . =y
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The unconsolidated aquifer system in Lake County is composed of three heterogeneous sand
and gravel aquifers designated the Calumet, Valparaiso, and Kankakee aquifers. The
Kankakee .Aquifer is hydraulically connected to and partially recharged by the Valparaiso

Aquifer on the north. There are other isolated minor aquifers in the heterogeneous glacial

materials capable of providing supplies for small industries or farms. These small aquifers

have neither the lateral extent nor the production capability of the three major aquifers
(Reference 7). Based on maps illustrating approximate aquifer boundaries, the site may
overlie the Calumet Aquifer. However, due to its shallow depth and susceptibility to
contamination, the Calumet Aguifer is no longer a significant source of drinking water
within the 4-miie Targét Distance Limit (TDL) for the site (References 8 through 16).

Two bedrock aquifer systems also exist in Lake County. The shallow bedrock system is
composed of Silurian and Devonian limestone, dolomite, and shale. The depth to this
system ranges between 15 feet below ground surface (bgs) in the Kankakee Outwash Plain

. to 270 feet bgs in the Valparaiso Moraine (Reference 7). The shallow bedrock aquifér is

not a significant source of drinking water within the 4-mile TDL for the site (References 8
through 16). A deep bedrock aquifer system is aiso present in four sandstone units (Mount
Simon, lower Eau Claire, Galesville, and St. Peter formations) at depths exceeding 1,400
feet bgs. Due to its significant depth and the high mineral content of the water, the deep
bedrock aquifer system is not utilized for -drinking water supplies (Reference 7).

Area well logs indicate that surficial deposits in the immediate vicinity of the site are
predominantly sand, to a depth of 30 to 40 feet bgs. A clay formation (greater than 90 feet
thick in some areas) and limestone bedrock are present underneath the sand deposits

(Reference 17).

All municipal water systems within the 4-mile TDL obtain 100 percent of their water
supplies from surface intakes in Lake Michigan{References 8 through 16). Based on the
4-mile radius site radius map, there are no private residential wells within 3 miles of the site.

An estimated nine (9) residences within a 3- to 4-mile radius of the site are apparently

CHOI\PUBLIC\WO\ARCS\D40018303.8-3 - 33 4500-48-ALPT
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located outside municipal water distribution system boundaries and therefore may rely on

private wells for drinking water supplies (References 8 through 16).
3.2.2 Surface Water

The disposal area has been graded level, and appears to be poorly drained as evidenced bf
.sevcral areas of standing water present on the site. An intermittent drainage ditch located
along the western edge of the site is the most prbbable pathway for migration of
contaminants off site via overland flow. This drainage ditch flows into a storm sewer system
that apparently- empties into the Grand Caiﬁmet River approximately 1,500feet south of the
site. However, since a search for the plans for this sewer system by WESTON were
unsuccessful, the PPE could not be verified. The HRS score developed for Site No. 95 by
WESTON assumed that the apparent PPE into the Grand Calumet River is correct. An
attempt to verify the PPE using a dye test will be made prior to sampling as explained in

Section 4.

Because of variable flow direction in the Indiana Harbor Canal and man-made alteration
of the natural flow direction of the Little Calumet River, overland flow from the site that

enters the Grand Calumet River may travel along one of three pathways:

e  Pathway 1: West along the Grand Calumet to its confluence with the Indiana
Harbor Canal, north along the canal to its confluence with Lake Michigan,
and into the lake. :

. Pathway 2: West along the Grand Calumet to its confluence with the Little
Calumet River (in Illinois) and west along the Litle Calumet toward the
Cal-Sag Channel. ‘

. Pathway 3: West along the Grand Calumet to its confluence with the Little
Calumet, north along the Little Calumet to its confluence with Lake
Michigan, and into the lake.
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Based on evaluation of target information for each pathway, the surface water pathway score
was highest for Pathway 1. Pathway 1 was therefore used to calculate the preliminary

overall site score.

- Targets present along Pathway 1 include drinking water intakes, wetlands, and sensitive

environments. Table 3-2 lists drinking water intakes within the TDL, including distance
downstream from the site and estimated populations served (References 8 through 16).
Approximately 5.1 miles of HRS-usable wetlands frontage (including the om-site wetlands)
exist along Pathway 1 and within the TDL (Reference 18). At least three state endangered
species (Great Egret, Black Tern, and Marsh Wren) exist at the Grand Calumet River Tern
Site, approximately 2.3 miles downstream from the PPE (Reference 19).

3.2.3 Soil Exposure

The site is unfenced with the exception of the southern site border. There are gates at two
points along the Cline Avenue Frontage road which permit vehicular access to the site
(Reference 5). There are no residences located on the site, and no workers are regularly

present on the site (Reference 2). An estimated 12,060 individuals reside within a 1-mile

- radius of the site (Reference 20) as shown in Table 3-3. There is no evidence that

terrestrial sensitive environments are located on the site(Reference 19).

3.2.4 Air

No air emissions containment systems (e.g., final cover systems or gas collection systems)
have been installed at the site (Reference 3). An estimated 130,852 individuals reside
within the 4-mile TDL as shown in Table 3-3. Several endangered or threatened species

exist within the TDL (Reference 19).
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Table 3-2 ) \'
Populations Utilizing Surface Water Intakes .
Within 15 Miles Downstream from the Site ‘I-
Site No. 95
Gary, Indiana f"
Distance Downstream '
from Site Total Population b
_ Intake (miles) Communities Served Served .
Al Amoco 01l . 10 ‘Whiting 5,155 '
East Chicago 9 East Chicago 33,723
Hammond 11.2 Hammond, Lansing?, Munster, 249,594 \.
Black Qak Township®, Dyer,
Chicago Heights*, Thornton?, .
Glenwood?, Highland, Calumet City* .
Total Population 288,472 '

' The City of Hammond operated two intakes, both of which are located approximately equal distances
downstream from the site and pump approximately equal quantities of water annually.

? Municipality is located in Illinois.

* The Black Oak Township water, distribution system is operated by the Peoples Water Company.

~
h

| o o o e
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Table 3-3
Resident Populations Within a 4-Mile Radiuns
Site No. 95
Gary, Indiana
Radius
B (mifes) Resident Population
[ 0-% 1,728
% -% 2,110
-1 8,222
1-2 26,232
2-3 39,996
3-4 52,564
Total 130,852 .
CHON\PUBLIC\WO\ARCS\040\18303T.3-3 37
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33 PRELIMINARY HRS SCORE \'
Based on existing information and a hypothetical observed release to sediments in the l
Grand Calumet River, the preliminary overall HRS score for Site No. 95 is 50.18. The HRS

scoring summary sheet is contained in Appendix C. Based on the potential scenario. . - t
evaluated above and the resulting site score exceeding 28.5, field sampling is necessary at e
the site. ' '

Ry
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SECTION 4
PROPOSED SAMPLING PLAN

The sampling plan recommendations presented in this section are based upon the existing

information and data gaps identified in Table 3-1. During the reconmaissance inspection, . '

it was observed that the drainage ditch adjacent to the site discharged into a culvert with
underground storm sewer lines. Based on visual inspection of the storm sewer lines, the
apparent PPE to the Grand Calumet River was determined. However, prior to cbllecting
any sediment samples from the Grand Calumet River, the PPE needs to be verified. The
PPE can be verified by two means by obtaining and evaluating engineering drawings for the
storm sewer lines, or by performing a dye test. WESTON is currently attempting to locate
the appropriate engineering drawings. If these drawings canmot be located prior to
sampling, WESTON proposes to perform a dye test. The dye test will be done using a
biogdegradable dye which will be flushed through the storm sewers to determine the PPE
in Grand Calumet River. The use of a dye test may require a permit to discharge into the
Grand Calumet River as well as procurement of a subcontractor to supply water to conduct

the dye test.

4.1 SOIL/WASTE

" The purpose of soil sampling will be to characterize the on-site source and to attribute

contaminants to the site source. The proposed on-site and off-site soil sampling locations
are provided in Figures 4-1 and 4-2, respectively. In order to characterize the source, soil
samples will be collected from the oil-mixed soils from the area of disposal. A total of two
composite soil samples (SS1 and $S2) will be collected at a depth of 0 to 2 feet from the
oil/soil-mixed stockpiles observed at the site during the site reconnaissance inspection.
Samples from discrete locations SS1-A, SS_1~B, §81-C; SS2-A, SS82-B, §82-C; will be
combined and homogenized to result in two single composite samples (SS1 and $S2) for all
analyses except VOC analysis. For VOC analysis, an approximate equal portion of soil will

be collected from each discrete soil sampling location and placed into the sampling jar to

CHONPUBLICYWOLARC S\W040V18303.54 4-1 4500-48-ALPT
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minimize volatilization. In addition to the collection of composite soil samples, three grab
soil samples (SSS to SS5) will be collected from the area where soil mixed with oily waste
was disposed. This sample will be used to determine the area of the contaminated soil
source. An additional three grab samples (SS6 to SS8) will be obtained from the open

du.rhping area. ‘These samples will be used to characterize the potential open dumping area

source. Four grab soil samples (SS9 to SS12) will be collected from the intermittent
drainage ditch located along the western portion of the site. Soil sample SS9 will be
collected near the culvert at the southern end of the site. Soil samples SS10 and SS11 will
be collected at distances of 250 feet and 500 feet, respectively. These two soil samples will
be collected in order to determine if the drainage ditch has been impacted by separate
portions of the site. Soil sample SS12 wili be collected as a potential upgradient soil sample
for the samples collected in the ditch. All soil samples will be collected at a depth of less
than 2 feet.

The sample for VOC analysis will be transferred into the sample bottle prior to any mixing. .

Following collection of soil samples for VOC analysis, samples for other analyses will be

transferred into a mixing bow! and homogenized. Following homogenization, the samples '

will be transferred into sample bottles.

The potential background soil sample S813, as shown in Figure 4-2, will be collected from - '

the Edison School, located approximately 1.5 miles from the site. According to the USDA
Soil Survey for Lake County (Reference 20), soil from the Edison School and the site in
question both belong to the Qakville-Tawas association. The background soil sample will
be taken at a depth of less than 2 feet. This background soil sample will be used to
evaluate results of samples SS1 through SS8.
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4.2 GROUNDWATER -

Since most populations within the 4-mile target distance limit receive their drinking water
from surface water intakes in Lake Michigan, no groundwater samples will be collected

during the FSIP sampling.
4.3 SEDIMENT

Prior to the collection of sediment sainples a dye test is necessary in order to verify the PPE
as explained previously. The purpose of sediment sampling will be to determine if
contaminants have migrated from the site area into the surface water pathway. The
proposed sediment samples are provided in Figure 4-2. Sediment sample SD1 will be
collected in the Grand Calumet River immediately downstream of the Gary Land
Development Landfill, west of the railroad tracks. Sediment sample SD2 will be collécted
downstream of the Vulcan Materials outfall. Sediment samples SD1 and SD2 will be used
to determine impact on the Grand Calumet River from the Gary Land Development Site
and Vulcan Materials. Based on analytical results of SD1 and SD2, an appropriate
upgradient sample will be selected for attribution purposes. Sediment sample SD3 will be

collected from the area where the storm sewer discharge from the site enters the Grand

Calumet River and sediment sample SD4 will be collected dowsistream of the storm sewer

discharge point.

4.4 AIR

No quantitative air samples will be collected during the field sampling activities. Air
monitoring will be conducted for health and safety purposes only during sampling at the site.

Portable field instruments will be used for this purpose.

CHONPUBLIC\WOVARC5\040018303.54 4-5 4500-48-ALPT
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4.5 QUALITY CONTROL SAMPLES

All sampling procedures will be followed as specified in the approved QAPP (Reference 21).
Table 4-1 is the proposed sampling matrix for the site.

4.6 ANALYTICATLREQUIREMENTS

The ‘samp!es will be analyzed by selected laboratories app;oved' ‘under the Contract
Laboratory Program (CLP). All soil and sediment samples collected are expected to be low-
hazard and low concentration environmental samples (i.e.,low-concentration RAS sample
protocol). If a decision is made in the field to collect a high-conéentration sample, medium
to high-concentration RAS protocol will be used. In this event, the WESTON Field Team
Leader will contact the WESTON Sample Management Coordinator who will in turn
reserve space through the U.S.EPA SMO. All samples sent to CLP laboratories will follow
the protocol for standard sample shipment, as specified in the approved QAPP
(Reference 22).

4.7 INVESTIGATIVEDERIVED WASTE

The investigation -derived waste (IDW) will include personnel protective ciothing {PPE),
solid waste (labels, cardboard, tape, etc.) and decontamination h’{mids. Prior to site
mobilization, WESTON will obtain permissidn to either dispose of or store the IDW at the
site. In case the site owner does not permit IDW disposal or storage at the site, the U.S.
EPA will be informed and the field sampling will be postponed until a resolution is made
by the U.S. EPA. The decontamination water will be deposited on-site in a low area (e.g.
depression) or in the suspected area of contamination, unless isopropanol is used during the
decontamination process. The PPE and solid waste will either be disposed of in an on-site

dumpster, if available, or in a dumpster identified by the site owner.
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Table 4-1 i
Sample Matrix
Site No. 95
Hammond, Indiana
Media Investigative Duplicate Total

Il Soil 13 1 14

Sediment 4 1 5
CHOI\PUBLIC\WOVARCS\C4ONTB303T 4-1 4-7 4500-48-ALPT
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If isopropanol is used during decontamination, the decontamination liquid will be

containerized for future disposal. However, if the site owner will not permit IDW disposal
at the site, WESTON will containerize the waste label and lock the containers, and leave

it on-site for future disposal.

o em m Gy w Py
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SECTION §
WORK SUMMARY

The specific tasks to be conducted during the sampling site inspection are discussed in the

following subsections.
5.1 SAMPLING SITE INSPECTION

The objective of the FSIP site inspection will be to collect soil/waste and sediment samples
for analysis. Prior to sampling at the site, WESTON will contact the U.S. EPA Sample

Management Office to reserve space with CLP laboratories for analytical services.

5.2 OTHER REQUIREMENTS

The generic Health and Safety Plan will be appropriately modified for the proposed
sampliné at' the site. Based on the background information collected to date, it is
anticipated that sampling will not require any level of protection other than lével D.
However, the level of protection may be upgraded once the health and safety réview by

WESTON is completed, or if conditions during sampling warrant additional protection.
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SECTION 6
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EXECUTIVE SUMMARY !

EPA 10# IND98050015] , WINDSHIELD SURVEY _X YES __NO

Original Company Name: Site #95

Revised Company Name:

Alias Names:

Original ___ Address: _Cline Ave. & Gary Ave,
Corrected _X_ Gary, IN 46406
Lake ‘ County
__ Landfill - ____ Generator __ Treatment,Storage,Disposal (TSD)
___ Transporter _X_Other:_Open Dump |
’ |
PRIORITY ASSESSMENT: - :
__ HIGH _X_ MEDIUM . LoW ___ NO FURTHER ACTION (NONE) |
|
CLASS:
___I-STATE LEAD  _X II-REM/FIT LEAD - III-REM/FIT LEAD IV OTHER:
" State Accompanies T Limited on-site
FIT State Involvement

State Priority Assessment Justification: No analysis of the waste which was
spread over this site is available. Due to the proximity to the Grand (alumet

River and the amount of material involved, the State would like to have the
material samplec and analyzed.

" State Comments Re:’ PA X8I Foﬂow-up ST _RPS . MRS -

The sludge should be sampled. The entire Site should be jnspected to determine
if_any pits still containing waste exist.

STATE INVOLVEMENT

COMPLETE DOCUMENTS: REVIEW DOCUMENTS:

_X_Preliminary Assessments Preliminary Assessments

___ Site Inspection Site Inspection

___ Follow-up Site Inspection Follow-up Site Inspection
___Responsible Party Search Responsible Party Search
" 'Hazard Ranking System (HRS) Hazard Ranking System (HRS)

X

Prepared by: Don Daily ’ Phone:(317}633-0196 Date: 4/9/84
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POTENTIAL HAZARDOUS WASTE SITE
PRELIMINARY ASSESSMENT
PARY 1-SITE INFORMATION AND ASSESSMENT

1. IDENTIFICATION

01 5TATE|02 SITE NUMBER

IN 1D980500151

H. SITE NAME AND LOCATION

Q1 SITE NAME LD Lo umwmnmn-'l-"l

02 STREET ROUTE NQ . R SPECIFIC LOCATION IDENTIFIER

line Ave. & Gary Ave.
'éslét'rr‘ve #95 n:%‘l%z?:ooﬁ oecoun¥v G7COUNTY]0a CONG
COGE DisT
IN | 46406 Lake 89 1
' JO9 COORDINATES | ATITUDE LONGITUDE '
4Al1°37'00" ~BI%25'40%

10 DIRECTIONS TO SITE :Startarp o nasrass pudee rosd)

North from I-94 on Cline Ave. to Gary Ave. exit.

. RESPONSIBLE PARTIES

.-
0 OWHER 1t ipem;

Anthony Zaleski, Ted Peters

02 STREET (Bwvarvess. masing. reacenig)

Prairie Park Realty, 620 W, Chicago Ave,

O OPERATCR (¥ xnowm ang ciiterenl trive Owhae)

[ose 04 STATE| 05 21h CODE B8 TELEPHONE NUMBER
East Chicago IN 219 397-8080

OB STREEY rBumass. mativg <At

Cities Service
[«}:E=124

TCSTATE| 11 2P CODE 12 TELEPHONE NUMBER
_ t
SE—
13 TYPE OF CWNERSMIP 1Checa one -
X a PRIVATE T B. FEDERAL: T C.STATE ZOD.COUNTY I3 E. MUNICIPAL

TAQEAC Y NliTA;
Z F. OTHER:

7 3. UNKNOWN

T3owcry

14 OWNEROPERATOR NOTIFICATION ON FILE iCheck AT a0y

MONTH DAY YEAR

T A RCRA 3001 DATE RECEW’ED —t L 2B UNCONTHOU..ED WASTE SITE .concLs m:le: DATERECEVED: i/ X € NONE

MONTH Day vEAR

IV. CHARACTERIZATION OF POTENTIAL HAZARD

0 ON SITE INSPECTION "BY 1Chwcr o o dwoey:

K veE DATE . T A.EBPA O B.EPACONTRACTOR % C.STATE T D. OTHER CONTRAGTOR

~ NO WORTH DAY YEAR T E.LOCAL HEALTH OFFICIAL T F. OTHER: :

— . t5oecey)

CONTRACTOR NAME(S):
02 SITE STATUS -Crmcr ome 03 YEARS OF OPERATION
T A ACTVE " B NACTIVE T C. UNKNOWN - { 1976 G UNKNOWN
BEQUHMING YEAR EMOMNG YEAR
04 DESCRIPTION OF SUBSTANCES POSSIBLY PRESENT. XNOWN, OR ALLEGED
Oily Waste/Sludge (Tank bottoms)
"% DESCAPTION OF POTENTIAL HAZARD TO ENVIRONMENT ANG/OR POPULATION
Groundwater (Environment/Populaticn)
Surface Water (Environment/Population)
V. PRIDRITY ASSESSMENT
01 PRIORITY FOR INSPECTION [Crecs one FApe o maduse @ Chectes. compmme Pet 1 Weeis ot Parr 3 - Du of i nd
O A HIGH § B. MEDIUM O C.LOoW C D.NONE
g L Anapect on iy soalabip hass) N Sl o innBc). DEVRDNS GV MBOOMIDH Korrie}
VL INFORMATION AVAILABLE FROM
JorconTact 02 OF (pec - Orpenczasom) 53 TELEPHONE NUMBER

George Oliver 204/1 6/ vy Indiana State Board of Health 317) 633-0213
04 PERSON RESPONSIBLE FOR ASSESSMENT 08 AGENCY 08 ORGANIZATION 07 TELEPHONE NUMBER D& DATE
Don Daily LPC ISBH (317, 633-0196 | ___4.19:84

EPAFORM 2010-12(7-81)
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POTENTIAL HAZARDOUS WASTE SITE

PRELIMINARY ASSESSMENT
PART 2 - WASTE INFORMATION

1. IDENTIFICATION

01 STATE 102 SITE NUMBER

IN 1DO8050GG1 5]

il. WASTE STATES. QUANTITIES. AND CHARACTERISTICS

W G WA MW B W N W e en @B

07 PHYSICAL STATES 1Cwecs of s apoly; 02 WASTE OUANTITY AY SITE 03 WASTE CHARACTERISTICS (Chact o0 e Aoty
& SO £ SLURRY ot oo roesecents " A Toxe . E SOLUBLE b HGHLY VOLATILE
i— § PowoEs FNES F uauD TONS " ABETE TG et x rriasie
’ CUBKC YARDS O PERSISTENT .. M GNTARLE . L INGOMPATIBLE
_ D OTHER - v W NOT APPLICABLE
: e woorprums 800
1. WASTE TYPE
CATEGORY ’ SUBSTANCE NAME 01 GAOSS AMOUNT |02 UNIT OF MEASURE 03 COMMENTS
SLU i
OLw win it eRSTE &6;000 ga] ] ons _-(Iamm)
S0L SOLVENTS
PSD PESTICIDES
occ 07T ORGANIC CHEMICALS
oC TNORGANIC CHEMICALS
ACD ACIOS
BAS BASES
MES HEAVY METALS
IV. HAZARDOUS SUBSTANCES 1500 accencus for most irsousarse cited CAS Sumet)
Dt CATEGORY 02 SUBSTANCE NAME 03 CAS NUMBER D4 STORAGE DISPOSAL METHOD 05 CONCERTRATION &f_%g’:
V. FEERSTOC" -~ wownan or CAS Mo
CATEGORY 01 FEEDSTOCK NAME 02 CAS MUMBER CATEGORY 01 FEEDSTOCK MAME 07 CAS NUMBER
FDS FDS
FDS FDS
oS FDS
FDS FDS

V1. SOURCES OF INFORMATION 1Ces avecixc riferances. 0.0 . bmie S04, aampis answpsss. gt ;

ISBH files.
EPA Erris file,

Richard Cleaton & Bruce Palin, ISBH staff.
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P POTENTIAL HAZARDOUS WASTE SITE AT .
‘-,EPA PRELIMINARY ASSESSMENT ‘TN | aomtors:
PART 3 - DESCRIPTION OF HAZARDOUS CONDITIONS AND INCIDENTS - .

Il. HAZARDOUS CONDITIONS AND INCIDENTS .
01 3 A GROUNDWATER CONTAMINATION 02 = OBSERVED (DATE } &. POTENTIAL —~ ALLEGED
03 POPULATION POTENTIALLY AFFECTED 04 NARRATIVE DESCRIPTION

Groundwater is very shallow in this area. '
01 X B SURFACE WATER CONTAMINATION 02 Z OBSERVEDIDATE XPOTENTIAL T ALLEGED '
03 POPULATION POTENTIALLY AFFECTED 04 NARRATIVE DESCRIPTION :

Runoff probably enters the Grand Calumet River, '
01 = C CONTAMINATION OF AIR 02 7 OBSERVED(DATE ) T POTENTIAL Z AULEGED -
03 POPULATION POTENTIALLY AFFECTED 04 NARRATIVE DESCRIPTION '
0t X O FIREEXPLOSIVE CONDITIONS 027 OBSERVEDIDATE ____ | X POTENTIAL - = ALLEGED | '
03 POPULATION POTENTIALLY AFFECTED 04 NARRATIVE DESCRIPTION . .

Flammability of waste unknown. ' '
01 2 E. DIRECT CONTACT 02 Z OBSERVED (DATE ) Z POTENTIAL = ALLEGED j
03 POPULATION POTENTIALLY AFFECTED D4 NARRATIVE DESCRIPTION ‘

01 X £ CONTAMINATION OF SO 30 02 OBSERVEDIDATE _ POTENTIAL " ALLEGED
03 AREA POTENTIALLY AFFECTED. __ 30 04 NARRATIVE DESCRIPTION ) ‘
1ACrRS,

Waste was spread over approximately 30 acres. '
01 2 . DRINKING WATER CONTAMINATION O2_ OBSERVEDIDATE ________;  APOTENTAL i ALLEGED l
03 POPULATION POTENTIALLY AFFECTED: 04 NARRATIVE DESCRIPTION :

See A, '
01 = H. WORKER EXPOSURE/NUUAY 02 Z OBSERVED (DATE: ) T POTENTIAL 3 ALLEGED .
03 WORKERS POTENTIALLY AFFECTED: D4 MARRATIVE DESCRIPTION '
01 | POPULATION EXPOSURE/INJURY 02 = DBSERVED(DATE: } T POTENTIM. (0 ALLEGED . '
03 POPULATION POTENTIALLY AFFECTED: 04 NARRATIVE DESCRIPTION . ,
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POTENTIAL HAZARDOUS WASTE SITE
\L;EPA PRELIMINARY ASSESSMENT
PART 3- DESCRIPTION OF HAZARDOUS CONDITIONS AND INCIDENTS

I JOENTIFICATION

01 STATE[0Z STTE NOMBER
IN _{D930s001st

U. HAZARDOUS CONDITIONS AND INCIDENTS :Conaver:

01 I J. DAMAGE TO FLORA 02 = OBSEAVED {DATE 1 X rorenna T ALLEGED
04 NARRATIVE DESCRIFTION
_ See B.
01 7 K DAMAGE TC FAUNA 02 = OBSERVED {DATE. ) K POTENTAL T ALLEGED
04 RATIVE DESCRIPTION 1ncaos namers. of shecwn)
See B.

51 = L. CONTAMINATION OF FOOD GHAIN 02 = OBSERVED {DATE: ] T POTENTIAL [ ALLEGED
04 NARRATIVE DESCRIPTION

Ot = M. UNSTABLE CONTAINMENT OF WASTES 02 = OBSERVED (DATE. ] T POTENTIAL = ALLEGED

(SRS ANDH SIINONG SOWICL NG Onii.

03 POPULATION POTENTIALLY AFFECTED: 04 NABRATIVE DESCRIPTION

D1 = N DAMAGE TO OFFSITE PROPERTY 02 = OBSERVED [DATE. ) T POTENTIAL T ALLEGED
04 NARRATIVE DESCRIPTION

D1 — O CONTAMINATION OF SEWERS. STORM DRAINS. WWTPs 02 = OBSERVED (DATE __ y = POTENTIAL = MLEGED
04 NASRATIVE DESCRIFNION

62 ~ OBSERVED IDATE )

01 = P RLEGAL UNAUTHORIZED DUMPING
04 NARRATIVE DESCRIPTION

< POTENTIAL Z ALLEGED

05 DESCRIPTION OF ANY OTHER KNOWN, POTENTIAL, OR ALLEGED HAZARDS

Hl. TOTAL POPULATION POTENTIALLY AFFECTED:

fv. COMMENTS

A tar pit and a caustic pit at this site contained wastes from Cities Service
Company. The contents of the caustic pit were reportedly removed. The tar pit
contained tank bottoms which were spread over the site and mixed with soil,

¥, SOURCES OF INFORMATION (Cot oachc sprarancer. # ¢ 5ais ise) KBNS iniyass, spont

FPA Erris file.

Richard Cleston & Bruce Palin, ISBH staff.
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: O T O W W A T g U UR am W

SITE NAME: _ D ke~ No. 99

US. EPA ID: L ND 48 0S5 0015 |
paTe: \LO 3'\,:\), \94.5
e VW38

DIRECTION OF PHOTOGRAPH: _L ast

WEATHER CONDITIONS: _Suwnny . Cleor

PHOTOGRAPHED BY: 4 2vin K uwmrow

SAMPLE 1D (if applicable):

DESCRIPTION: Culvert own West sida

okt Frg_bt‘b.&e' Road across Erewe tVhe giie

SITE NAME: _Site Neo. 95

Uus. EPA ID: END 980500191

DATE: L©O J‘o\), 14499
TiMe: 1Y 0

DIRECTION OF PHOTOGRAPH: W est

WEATHER CONDITIONS: Sum\/\,i C lear

PHOTOGRAPHED BY: —K&vin Ko weow

SAMPLE ID (If applicable):

DESCRIPTION: Area West 0f Colvert

N tvwe aboue o heto
7

82092

Q¢ d3ed

SET HONHAHAATA




—

SITE N.AME: S;}e. No.9YS

us. epa 10: TND AB0OS500 .15)
pATE: 1O Jol vy 1245

TIME: VM2 5

DIRECTION OF PHOTOGRAPH: N o rt+w

WEATHER CONDITIONS: .S © oty Clear

PHOTOGRAPHED BY: - Keuin Ko mrow

SAMPLE ID (if applicable):

DESCRIPTION: Oratm.jg Adlte\n oOn
\W esterv <'ke o uwam}u -

SITE NAME: _ S iyYe Nea QA5
US. EPA ID: L ND A48 S 0015 ]
DATE: \ O jd\/\/ 1945

mMe: A M 30

DIRECTION OF PHOTOGRAPH: _ S out

WEATHER CONDITIONS: Suwnny . Cleor

- PHOTOGRAPHED BY: Kevin Kumrow

SAMPLE ID (if applicable);

DESCRIPTION: [ fainage A e Lageess

Wwestern Sike Bo o v\c\aﬂ/
82092 ' -

635 aded
_ SET HONHIAATA




SITE NAME: _ S ide  Noeo. 95

Us. tPAID: LND 9905 o015}

DATE: \O Ji\/\, \q95
Me: M 1S

DIRECTION OF PHOTOGRAPH: _ F a ot

WEATHER CONDITIONS: . Suinny , Clear

PHOTOGRAPHED BY: Kevin K omecow

SAMPLE ID (if applicable):

DESCRIPTION: S outhwer~  Site me\ag,

SITE NAME: _ S ite Neo. &5

US. EPA ID: 1NN 3RO S5 Qo (S )

DATE: \O S\J\v/l/ 1995
Me: 1 X220

DIRECTION OF PHOTOGRAPH: _\Wes ¥

WEATHER CONDITIONS: _Svwny, Cleer

PHOTOGRAPHED BY: _K2vin K uomrow

SAMPLE ID (if opplicable):

DESCRIPTION: Sou-\-kerr\ s ke l)Ounc.\Q;;,

62092

1 g1 ADNTYAATYT

Xl aded




’ i : ) - ----

SITE NAME: .S (te  Neo. AsS
us. ePA ID: L AND 96805 do 15 |
DATE: 1O ju\ly 144

TMe; |1 .05

DIRECTION OF PHOTOGRAPH: South

WEATHER CONDITIONS: Suwnn, , Cleor

PHOTOGRAPHED BY: —Kevin Kuwmrow

SAMPLE ID (if opplicable):

DESCRIPTION: [ u bble piles pw eastern
&vxe)s Sovtheasb€rn por'}fom ot Fue 'SH-‘elé'

SITE NAME: _Dite  Neo, 945
US. EPA ID: LLND 9Q80S 0015}
DATE: 1O Sﬂ_\/v 1495

TIME: \"\IlOl

DIRECTION OF PHOTOGRAPH: N et

WEATHER CONDITIONS: _S v nny | C \eor

PHOTOGRAPHED BY: —Keuin K owrow

SAMPLE ID (if applicable):

DESCRIPTION: Easlern  Site bowcle;., as

S een 'prom Southeast corner of t-\\e,s;h:
s2092.

It 98ed
1 stl HONTIAATT




SITE NAME: _Oite Ne, 95
us. EPAID: T NO 83805 00151
pATE: 1O -5;0\/1.- 19495

TIME: 13.59

DIRECTION OF PHOTOGRAPH: West

WEATHER CONDITIONS: _Suvnny, Clear

pHOTOGRAPHED BY: —{2uin K uwmrow

SAMPLE ID (if applicable):

DESCRIPTION: Stawdime oater neor

Easteen  Bovndor, Jo@ the s.te e
SITE NAME: _ S ite No. QS

US. EPA ID: T ND 4905 0615 }

paTE: L& Joul, 11935

ve: 1100

DIRECTION OF PHOTOGRAPH: MJ es¥

WEATHER CONDITIONS: _S nny : Clear

PHOTOGRAPHED BY: i euin Kuwmrow

SAMPLE ID (if applicable):

DESCRIPTION: ; o5 sSeen

Erom Rastern boundary
2002 -

- ST ADNAYAATH




SITE NaME: _Qike  Ne. %5

s EPA I _LND 98050 © 15
pate: 1O J v\y 19835

TIME: 1 D145

DIRECTION OF PHOTOGRAPH: _Nertlh wwest

WEATHER CONDITIONS: _Suwnny,, Clear

PHOTOGRAPHED BY: —K €uin Ko mrow

SAMPLE ID (if applicable):

DESCRIPTION: C ow ser Vation Chemical S.'fei
Norf‘b\eqsl’ 04: SI.IQ MQ,QS-

SITE NAME: __ S ite  Neo. 45
US. EPA ID: END AR 0S5 0015)
pate: 1O Ju\y 1945

TIME: 1 3: 50

DIRECTION OF PHOTOGRAPH: _Nor W

WEATHER CONDITIONS: _Sunn, - Cleor

PHOTOGRAPHED BY: 1{evin Komrow

SAMPLE ID (if applicable):

DESCRIPTION: (o nnservation € hemical S.te
ank E3 16 rarlreved Nortw of Site No. 95

02992

Cp Ised
© SET ADNAYAATA




B e —

SITE NavE: D id+e  No. 45

us. EPAID: LAND 9805 0015
pate: 10 July 1995

nve: 13:. 35

DIRECTION OF PHOTOGRAPH: _Sout W

WEATHER CONDITIONS: .Swwny, Cleor

PHOTOGRAPHED BY: Kevin K G onrow

SAMPLE ID (if applicable):

DESCRIPTION: Eocterm  Site Bauwolcn:,),

SITE NAME: _Site Ne &9
US. EPA ID: TNDYB05 00 15|
pDATE: L O Ju\), 1945

miMe; 1 R3:H 0O

DIRECTION OF PHOTOGRAPH; _W es t

WEATHER CONDITIONS: Suwnny ‘Clear

PHOTOGRAPHED BY: —{euwin K uowmrow

SAMPLE ID (if opplicable):

DESCRIPTION: Conseruahon Chemial Co,

Site witin  Site No Q5 1A 'ocu.l(jm\)no‘
62992

b 9sed

= SEL HONTIHAHA




4

SITE NAME: _Site . Mo, QS

us. EPAID: L ND 9805 0o 15|
pATE: 1O July (495

TiME: 1. 2.55

DIRECTION OF PHOTOGRAPH: _ S 6u W =ast

WEATHER CONDITIONS: S wuny ,  Clear

PHOTOGRAPHED BY: \47’; vin K uwirow

SAMPLE ID (if applicable):

DESCRIPTION: U n v eqe tatecdd area

SITE NAME: _S.te No. 3§
US. EPA ID: _.ELND 9805 00 15|
paTE: LO Joly 1915

TIME: 135: 30

DIRECTION OF PHOTOGRAPH: _ S outh eas?t

WEATHER CONDITIONS: _Svwny,* Clear

PHOTOGRAPHED BY: —Kevin Ko mrow

SAMPLE ID (if applicable):

DESCRIPTION: Ro‘ohash _p.'\a nurfLeq&

o £ s posal area,
82992 4 -

= S€1 ADNAYAITT

| gpaseq




S SN GE IS G SN S G B GE S B WS W R e R —
e ﬁ___ SRR e

us.epa10: TND 180500151 |
pate: 1O July 1995 | ; |
U P Y | il it ST

SITE NAME: _Site

DIRECTION OF PHOTOGRAPH: South west

WEATHER CONDITIONS: _S U nny , Clear

PHOTOGRAPHED BY: Keoin K owmrow

SAMPLE ID (if applicable):

DESCRIPTION: Contamin ated soil Ailes

SITE NAME: .S 1+e  Neo. 45
US. EPA ID: LND 9805 6615}
pate: 1O July 1449

Tive: A\ 250

DIRECTION OF PHOTOGRAPH: _ S0 0 1

WEATHER CONDITIONS: S uenn k.’ Cleac

PHOTOGRAPHED BY: K evin  Kuwmrow

SAMPLE ID (if applicable):

DESCRIPTION: _S Yanding water south
Side of C).‘s,oo_s.q\ area

82992

. 9y adeqd
T SET AONTIAATYT

—_—




SITE NAME: _ S ite  Neo. Q5

us. EPA ID: L ND 9805 ©0\S )

pate: 1O July (395

veE L2035

DIRECTION OF PHOTOGRAPH: _ Southh

WEATHER CONDITIONS: 5\) Ny Clear

PHOTOGRAPHED BY: K evin Kuwmrow

SAMPLE ID (if applicable):

DESCRIPTION: S‘fcav\c\-'n} water , porth

<ide of d-‘slpb.mj CQrea

SITE NAME: Site  No. Gs

US. EPA ID: _LLND 4805 0015

paTE: 10 Jul, 1995
ive: 1240

DIRECTION OF PHOTOGRAPH: _N & ¢ £ \n

WEATHER CONDITIONS: _S vany Clear
PHOTOGRAPHED BY: B in VM row

SAMPLE ID (if applicable): .

DESCRIPTION: Ponded water, nortneast

Cotner Oof t+we slte.

829092

e

© SET ADNAIAITY

Ly 93ed |




SITE NAME: .S 13e. No, Q5
US. EPA ID: _ L ND 948 05 061.5)
DATE: 1O _July 1449

TIME: V2 1S5

DIRECTION OF PHOTOGRAFPH: W est

WEATHER CONDITIONS: Svwnny  Clear

PHOTOGRAPHED BY: —Kevin Kuwmrow

SAMPLE ID (if applicable):

DESCRIPTION: Pedes trian Beidge gg*-en.cl s

over Cline Avenus

SITE NAME: S ite No 945

US. EPA ID: _ LNDA8 OS5 OO0 151
DATE: YO Joly 1999

TIME: L. 230

DIRECTION OF PHOTOGRAPH: _Sou th

WEATHER CONDITIONS: _ S u oo, Cleor

PHOTOGRAPHED BY: —J{e.vin K uwrow

SAMPLE ID (if applicable):

DESCRIPTION: D;bposq\ arta as  Se€en

‘CFOM Ylhe Norkin S.de,
82002

7 SE1AONTHAATYT

Q) d3ed




., —— | —

SITE NAME: _ S ite No. 4S

us EPAID: _IND 94805 0151
pate: 10 _Jul, 1945

TIME: 12105

DIRECTION OF PHOTOGRAPH: _E ast

WEATHER CONDITIONS: . v wm nye, Cleoc

PHOTOGRAPHED BY: —devin Kuwesw

SAMPLE ID (if applicable):

DESCRIPTION: S ur fare to pogeoPhy o £

avcel we M orthh nf dlcposal

SITE NAME: _Site Ne, 45

Us. EPA ID: LND 9805 00151
DATE: 1O Ju\/y \945

TIME: i 2.10

DIRECTION OF PHOTOGRAPH: __E C\s’r/SOu'Hu\ east

WEATHER CONDITIONS: _Swumnay ; Clear

PHOTOGRAPHED BY: M Ruvin K Yy row

SAMPLE ID (if applicable):

DESCRIPTION: _ S \OUSL\ Nnorth of

Fye c)n‘_s;/.)oso:( o e .
82002

SET HONHAHAATA

6 93ed




SITE NaME: .S 1¥e No. 45

US. EPA ID: _.LND 9B 0S 0015

paTE: 1O Jul, 1445

TIME: _11:50

DIRECTION OF PHOTOGRAPH: _E ast

WEATHER CONDITIONS: _S unny  Cleacr

PHOTOGRAPHED BY: —Ktvin K uwmrow

SAMPLE ID (if applicable):

DESCRIPTION: W e tlond g Noctw of

e A.‘sposal oreq

SITE NAME: _Siie No. Q5

Us. EPAID: T ND Y8085 00 15|

DATE: A0 July 1995

TIME: (1. 55

DIRECTION OF PHOTOGRAPH: __Soui h

WEATHER CONDITIONS: _Suwn v, " Cleos

PHOTOGRAPHED BY: M euvin Kom row

SAMPLE ID (if applicable):

DESCRIPTION: /4 5 g halt

o uer»!-c! arca

nortw oFf twe

Qr£e0

Ai’s 2 osal
82992 /

e

- 0S d3ed

= SE1 AONAIAITY




PRE score
Summary Screen
Site No. 95
IND980500161 ____ File: SITE95HS.HRS Site Score: 50.18
PREscore Version 3.0
Likelyhood Waste Pathway
Pathway of Release Characteristics Targets Score
Ground Water 430 . 10 2.10E+00 0.11
Drinking Water 550 32 5.20E+00 1.11
Food Chain 550 320 2.00E+01 96.64
Environmental 550 320 5.02E+01 53.87
Surface Water Overiand Flow 100.00
Resident 550 32 0.00E+00 0.00
Nearby 125 32 1.00E+01 0.48
Soil Exposure 0.48
Air 380 18 9,90E+01 8.42

L

IS 93ed
ST ADNINAAAY
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AR e NGRS * ESENERS/COMSLLITS LAKE CALUMET QUAD. WHITING QUAD. -,
o p® 15965 1968 E
I PHOTOREVISED 1973 PHOTOREVISED 1980 . <
‘ SITE NAME: SITE # 95 !
=fr=r—7| c11v: ‘GARY 13-
T 0. .
”'@\\\_J% STATE: INDIANA
ey | 1-0-# - IND38e500151 USGS TOPO MAP ue -
i W MET CITY QUAD. HIGHLAND QUAD. GA i






